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Range: 
Ref: 

PRESTO (LES ROBINETS) : Siège Social: 7 rue Racine 92542 Montrouge Cedex - Site de Production: 4 rue Lavoisier 17110 St-Georges de Didonne - Tel: 01.46.12.34.56 - Fax: 01.40.92.00.12 - www.presto.fr

Urinal sensor taps
55360 - PRESTO SENSAO 8400

> Working pressure : 
1 to 5 bar

> Flow : 
6 l/min at 1 bar with integrated flow limiter

> Flow time : 
8 seconds

> Hydraulic supply : 
Angled M G 1/2’’ (15x21) stop valve

> Power supply : 
6 V Lithium battery type 2CR5 integrated

> Material and colour finish : 
Chrome-plated brass body
Molded metal cover

> Security : 
Anti-blocking system preventing the water to flow continuously
Automatic flushing every 24 hours after the last use

> Delivered with : 
1 wall plate
Suitables gaskets
Instruction manual

> Standards & approvals : 
Molded chrome-plated body in accordance with EN 12540
200-hour neutral salt spray resistant (NSS) in accordance with ISO 9227
Brass body and components in accordance with EN 1982, EN 12164, EN 12165

6
l/min 1/2”

8
sec

PROG

W

A R R A N T Y

W

ARRANTY

3 YEARS

Powered by TCPDF (www.tcpdf.org)

http://www.prestodatashare.com
http://www.tcpdf.org

